Machine Embroidery

STEP BY STEP: How to Embroider on Beanie Hats
SUPPLY LIST
Knit Beanie Cap

Ruler or Straight Edge

Embroidery Design

Seam Ripper or Snips

Weblon No Show Stabilizer

Round or Square Hoop

E-Zee Aqua® Supreme

Madeira Spray Adhesive

Marking Pen

Keep your customers warm and stylish by offering
custom embroidery on knit beanie caps! Consider
using designs that have denser areas of fill or
wider satin stitches on your beanies; these play
nicely with the plush, wooly texture. And be sure
to include the E-Zee Aqua® Supreme topping;
it’s the secret ingredient that will guarantee your
stitches remain crisp and distinct against the knit.
Embroidering stand-out beanies can be easy, fast
and fun when you follow these 6 simple steps!

Step 1

Use a seam ripper or a small pair of scissors to remove
the tacks that hold the folds in place. This will make it
much easier when setting up and hooping the beanie
hat.

Step 2

Use a small piece of paper to mark the center and top
for where the design will go. Turn the cap inside out for
the hooping and embroidery process.

Step 3

With your marking pen and straight edge, draw a placement line on your stabilizer about one fourth of the way
down from the top. Using Madeira’s MSA 1100 temporary
spray adhesive, apply a liberal amount on the larger part
of the stabilizer (below the placement line).

(continued on back)

800.225.3001

MADEIRAUSA.COM
1

STEP BY STEP: How to Embroider on Beanie Hats

(continued from front)

Step 4

Tuck the larger part of the stabilizer (adhesive side
against the cap) inside the cap. Align the edge of the
cap along the placement line and press down. Using the
arms of the hoop and your placement line, hoop both
the cap and stabilizer so they are level across the hoop.
Straight pins can be used to hold in place.

Step 5

Cut an over-sized piece of E-Zee Aqua® Supreme Topping
and lay it on top of where the design will go. Use any
type of tape to help hold it in place. Time to embroider!

Step 6

After the embroidery is done, trim away the backing and
peel off the topping. Water or steam may be needed to
remove any residual topping from the small areas in the
design.
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